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LED Lighting Solutions For Our
Future And Your Bottom Line

SPL Sports Lighter

ORDERING GUIDE
Sample Number: VIV-SPL-410W-UNV-40D-50-BNZ-V

VIV-SPL

154
Lumens Per Watt

5 

IP67 
IK10
Rated

Model 
Number Size Wattage Voltage Efficacy 

(LPW)
Power 
Factor CRI CCT Rated

VIV-SPL Φ 14.8" dia. 240W - 1420W 120V-277V
(Standard)

480V
(Available)

 Up to 154 >0.95 >70 (Standard)
>90 (Available)

3000K, 
4000K, 
5000K

IP67
IK10

SPECIFICATIONS

 BROAD WATTAGE RANGE
FEATURES

	

•	 Unique cold forged heat sink design ensures superb ventilation and heat dissipation
•	 Replaces up to 1,000W - 2,500W HID Fixtures
•	 Aluminum housing with IP67 (ingress protection) and IK10 (impact resistance)
•	 Delivers up to 219,000 lumens, up to 154 LPW
•	 Wattages: 240W – 1420W available
•	 Beam angle options: 16, 40, 60, & 90 degrees
•	 Cree LED chips with Meanwell driver
•	 Bracket allows for multiple mounting configurations
• 	 LM79 at 100,000 hours

Vivid: VIV-SPL
Wattage: 240W, 320W, 410W, 480W, 550W, 600W, 790W
	 937W, 1080W, 1150W, 1420W
Voltage: UNV - 120-277 (Standard), 480V (Available)
Beam Angle: 16D - 16º, 40D - 40º, 60D - 60º, 90D - 90º
Color Temperature (CCT): 30K - 3000K, 40K - 4000K, 50K - 5000K
Finish: BNZ - Bronze, WHT - White, BLK, - Black
Options: V - Visor, P - Photocell, C - Zigbee Controls, S - Surge Suppressor, 90 - >90 CRI

Up To
Cold
Forged
Heat sink
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DIMENSIONS
All dimensions are nominal

OPTICAL CONTROL AND BEAM ANGLE

ø 14.8"
13.6"

14.8"

6.8"
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