
Type:

Project:

Description:

Page 1

www.vividenergies.com • Phone: 1-855-494-6727 • Email: sales@vividenergies.com 
© 2021 Vivid Energies. ALL RIGHTS RESERVED. Due to continuing product improvements, Vivid Energies reserves the right to change specifications without notice. 03/2021

LED Lighting Solutions For Our
Future And Your Bottom Line

SPECIFICATIONS

FEATURES
• 160 degree light distribution
• Exceptional heat dissipation
•	 Long	life	and	energy	efficient
• No mercury content 
• Internal LED driver

Model 
Number

Input 
Voltage Wattage CRI Efficacy

(LPW)
Beam
Angle CCT

VIV-ULAMP 120-277V  13W 80 Up to 146 160º 3500K-5000K

ORDERING GUIDE
Sample Number: VIV-ULAMP-UNV-13W-FR-35K

VIV-ULAMP UNV FR

Vivid: VIV-ULAMP
Voltage: UNV - 120-277V
Wattage: 13W
Cover: FR - Frosted
CCT: 35K - 3500K, 41K - 4100K, 50K - 5000K

146
Lumens Per Watt

Up To
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T8 LED U Bend Ballast Bypass Lamp 

Type B T8 LED U Bend, Internal driver
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