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VIVID ENERGIES

LED Lighting Solutions For Our
Future And Your Bottom Line

Corn Light

FEATURES

+ Easy installation and direct replacement for Metal Halide
+ Many wattages: (18W, 20W, 30w, 36w, 60W, 80W, 100w, 120W)
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Type:

Project:

Description:

»  Optional IP64 Waterproof rating
* Lensing available in clear or frosted
* Internal driver, input voltage AC120-277V

SPECIFICATIONS

LED

S

Year Warranty

Model Input Power .
Number Wattage Base Voltage CRI CCT Factor Lens Option
18W E26, E39, EX39
20W E26
2% E26 EEL;Q EX39 2T Frosted
) , UNV 3000K IP64
VIV-CL > >0. .
c 60W E26, E39 120V-277V 80 4000K 0.90 or Rating
5000K Clear
80w E39
100W E39-S, E39-L
120W E39-S, E39-L
ORDERING GUIDE
Sample Number: VIV-CL-60W-UNV-E39-50K-CL-IP64
I I I I
LviveL  — — — ]
Vivid: VIV-CL — |
Wattage: 18W, 20W, 30W, 36W, 60W, 80W, 100W, 120W
Voltage: UNV - 120-277V |
Base: E26, E39, EX39, E39-S, E39-L (refer to chart above)
CCT: 27K - 2700K 30K - 3000K, 40K - 4000K, 50K - 5000K
Lens: FR - Frosted, CL - Clear
Option: IP64 - Ingress Protection Rating
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VIVID ENERGIES

LED Lighting Solutions For Our
Future And Your Bottom Line

Description:

LED

PHOTOMETRY

30 {352 \-
15 g 15
Unit: cd
Average Diffuse Angle(50%): 269.4° AVERAGE BEAM ANGUE(50%):182.3 DEG
C0-C180 —C90-C270 — - G50
18W 120W
DIMENSIONS
Mominal Sizes 13W 200 J0W IBW 60w 80W | 100/120W

Length x Diameter | 6" x2" | 7" x3" | 9" x4" | 8" x 3" 11" x 4" [11" x §"| 12" x 4"
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